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Manufacturer & Exporter 

All mini video device in misumi
http://www.misumi.com.tw/

MISUMI Customized Camera Request Form
In order to manufacture the products you request, please fill up the information form:
	Camera dimensions:
	H:  	mm, W:  	mm, L : 	mm

Diameter        mm

	Image:
	□Color   □Monochrome

	System:
	□NTSC   □PAL   □DIGITAL

	Resolution or Pixel:
	TV LINE ,   □8MP □5MP □2MP □1MP □VGA

	
Built-in Light Source:
	[bookmark: _GoBack]□Without  LED   □ With  	 LED  	Lux
If with LED:  □white  □IR-850nm   □IR-940nm

	AWB:
	( □AWB on     □AWB off	 	°K)

	Environment:
	Environment   light source  	nm  (  	 °K ) ,
Filter  	nm □PASS □ CUT *

	Power consumption:
	 	Volt   /  ____ 	mA   

	view angle : H/V/D
	H  	°   / V ___°   / D  	°

	
Depth of field (DOF) 
& Lens F stop :
	
This table is a reference to help you understand the relations between the four categories 


	
		Object distance  
	Focal length
	F stop 
	DOF

	>10 cm
	2.1mm
	2.5
	Short

	5~10cm
	2.1mm
	7
	Medium

	< 5 cm
	2.1mm
	10
	Long

	　
	　
	　
	　

	>10 cm
	3.4mm
	3.4
	S

	5~10cm
	3.4mm
	7
	M

	　
	　
	　
	　

	>10 cm
	1.5mm
	3.1
	S

	5~10cm
	1.5mm
	5
	M

	< 5 cm
	1.5mm
	7
	L

	
	
	
	


Please write down the requirement you need (it doesn’t have to be in the table)
Object distance_______   Focal length______   F stop_____   DOF___

	  Connector type for signal out :
	□wire    □cable    □Other :

	Working temperature:
	______℃   

	
Other:
	


· Depth of field (DOF): is the distance between the nearest & farthest objects in a scene that appear acceptably sharp in an image. 
· Aperture and object distance are two main factors that affect the DOF. Larger apertures (smaller F-stop number) and closer object distances produce a shorter depth of field (DOF). 
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