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CVNE GLARERA

SPY CAMERA
Model MO-S59x MO-S262x MO-S79x MO-N15xx MO-N16xx
Video system NTSC Only NTSC / PAL EIA Only NTSC Only NTSC / PAL
Number of NTSC / EIA 510 x 492 510 x 492 510 x 492 656 x 492 510 x 492
effective pixels PAL/CCIR 628 x 582 628 x 582
Image sensor 1/4" Color 1/3" Color 1/4" B/W 1/4" Color 1/3" Color
Resolution(TV Lines) 380 TV Lines
S/N Ratio more than 48dB
Minimum illumination 1.5 LUX 0.2 LUX 0.05 LUX 1 LUX 1 LUX
Electronic shutter 1/50 - 1/63,000 1/50 - 1/125,000 1/50 - 1/63,000 1/50 - 1/200,000 1/50 - 1/125,000
Horizontal sync frequency NTSC-15.734kHz / PAL-15.625kHz
Vertical sync frequency NTCS-60Hz / PAL-50Hz
Camera consumption 0.45
Video output 1Vp-p , 750hm composite
Audio output Frequency 20-16,000Hz , S/N ratio more than 58 SPL(at 1000Hz)(Ordering in advance)
Built-in lens 43mm/F 2.0
Lens angle 60°/4.3mm 79°/4.3mm ‘ 60°/4.3mm 61°/4.3mm 80°/4.3mm
Storage temperature -30 to 60 Degree C
Working remperature -10 to 45 Degree C
Power source DC 12v ‘ DC7-12V DC6 - 12V
Power current 50 mA 60 mA
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